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Project number  : 08020401  
Applicant  : Foetsie! by Wiep�s BV. 
Equipment  : Insect killers 
Types   : Foetsie, SK-169 Yellow, SK-169 Silver, LC-11, JC 
Tested by  : Leon van Kesteren 
Date   : February 6, 2008 
Standard  : parts of LVD � NEN-EN-IEC 60335-2-59:2003 

 
 
 

 
  

 
TŰV Rheinland EPS B.V. 
Smidshornerweg 18 
P.O. Box 15 
9822 ZG  NIEKERK 
The Netherlands 
tel.: + 31 (0)594 50 50 05 
fax : + 31 (0)594 50 48 04 
E-mail: info@tuv-eps.com 
 

 
Electrical properties: 
 

- Power source (2x 1.5)  3 VDC alkaline batteries 
- Capacitor total out ⇒ 45 nF max. 
- Output voltage: 1783 V max. 
- Electrical charge: 75.8 µC max. 
- Electrical energy: 66.8 mJ max. 

 
 
 
Results are measured in accordance with clause 8 of standard NEN-EN-IEC 60335-2-59  
and NEN-EN-IEC 60335-1 
 

Input Model Output 
voltage 
(VDC) 

Capacity
(nF) 

Electrical charge 
(µC) 

Electrical energy
(mJ) 

3 VDC Foetsie SK-169 yellow 1442 33 Rn = 47,6 Rn = 34,3 
3 VDC Foetsie SK-169 Silver 1574 45 Rn = 70,8 Rn = 55,7 
3 VDC Foetsie LC11 yellow 1763 43 Rn = 75,8 Rn = 66,8 
3 VDC Foetsie JC yellow 1783 31 Rn = 55,3 Rn = 49,3 

 

Location  : Niekerk 
 
Date   : February 6, 2008 
 
Name   : Leon van Kesteren 
 
Signature  : 
     


